Product Datasheet

Wall mounted laboratory safety shower with eye wash

HU-LAB-33GS/34G

Laboratory floor space can often be limited, choose this wall
mounted safety shower with an open bowl eye wash to ensure
employees have access to a reliable decontamination solution.
The powder coated stainless steel pipework and eye/face wash
bowl ensures resistance to corrosive and flammable materials
whilst being easy to clean. Designed to meet the requirements of
the European Standard EN15154 for Laboratories and

ANSI Z358.1-2014.

Specifications

MATERIALS OF CONSTRUCTION
PIPEWORK & FITTINGS
OPERATING VALVE

SHOWER ROSE

EYE WASH BOWL

EYE WASH DIFFUSER

STANDARD FINISH

SERVICES

WATER INLET

OPERATING PRESSURE

MINIMUM FLOW RATES

AMBIENT OPERATING TEMPERATURE
MINIMUM

MAXIMUM

OPERATION

SHOWER

EYE WASH

DIMENSIONS & WEIGHT

DIMENSIONS (WxDxH)

WEIGHT

Stainless steel

Stainless steel, full bore, stay open ball valve

Powder coated stainless steel

Powder coated stainless steel

Chrome plated brass retaining ring, stainless steel filter mesh, plastic body

Green powder coated polyester

1” male BSP

2106 BARG /29 to 87 PSI
(higher supply pressures accommodated with the incorporation of the optional pressure reducing valve)

Shower: 76 L per minute / 20 US gal per minute
Eye wash: 12 L per minute / 3 US gal per minute

5C/41F
35C / 95F

Pull handle
Push plate

320mm (12.6in) x 815mm (32.1in) x 1410mm (55.5in)
13kg (291b)

HUGHES

47—

Date de révision du document : 23 mars 2023 - Avis de non-responsabilité : Les améliorations continues du produit font que les spécifications peuvent étre modifiées sans préavis. Document et photos non contractuelles.

March 23, 2023 - Disclaimer: Continued product improvements make specifications ans measurements subject to change without notice. Non-contractual document.

Retrouvez les produits Hughes sur www.anox.fr - Pour plus de renseignements, n’hésitez pas a nous contacter au 01 44 25 03 90
Find Hugues products on www.anox.fr/en/ - For more informations, contact us on +33 1 44 25 03 90

1/2


https://www.anox.fr/fr/contactez-nous
https://www.anox.fr/en/contactez-nous
https://www.anox.fr/en/combination-shower-and-eyeface-wash/26467-wall-mounted-laboratory-safety-shower-with-eye-wash-hu-lab-33gs-34g.html
https://www.anox.fr/en/605-hughes-safety
https://www.anox.fr/en/

General Arrangement Drawing

Wall mounted laboratory safety shower with eye wash
HU-LAB-33GS/34G
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